
Wind Load Capacity (kPa) - Limit State Design.

Pays for itself with
savings in labour,
time and supplies.

KingKlip may cost a bit more than
conventional screw-fix decking. But wider sheets mean
fewer sheets, fewer laps and faster installation, and
the 42mm profile adds strength so you also need
fewer purlins. KingKlip’s unique spring-tensioned clips
and sliding brackets allow the sheets to move with
temperature changes, eliminating the need for
expansion joints.

Plus rolling your sheets on-site cuts
transport and handling costs dramatically. All of which
add up to big savings of time and money.  

In fact, when you compare total costs with
traditional screw-fix roofs you’ll see just how cost-
effective KingKlip can be. Factor in the long-term
benefits of a concealed-fix roof and you have value
that’s hard to beat.

Specifications and Guarantees

Light Industrial thickness 0.42 bmt (0.47 tct) Heavy Industrial thickness 0.48 bmt (0.53 tct)
Span Single span End span Internal span
(mm) Serviceability Strength Serviceability Strength Serviceability Strength
1200 2.14 3.22 1.45 2.19 1.60 2.19
1500 1.55 2.75 1.25 1.92 1.38 1.92
1800 1.18 2.20 1.11 1.72 1.22 1.72
2100 0.92 1.75 1.00 1.57 1.10 1.57
2400 0.72 1.48 0.90 1.46 0.99 1.46
2700 0.56 1.25 0.80 1.28 0.88 1.28
3000 0.43 1.05 0.70 1.12 0.77 1.12
3300 0.61 1.00 0.67 1.00
3600 0.52 0.88 0.57 0.88

Span Single span End span Internal span
(mm) Serviceability Strength Serviceability Strength Serviceability Strength
1200 2.24 4.07 1.66 3.04 1.83 3.04
1500 1.85 3.70 1.64 2.85 1.80 2.85
1800 1.53 3.24 1.59 2.62 1.75 2.62
2100 1.25 2.55 1.52 2.39 1.67 2.39
2400 1.00 1.95 1.28 2.05 1.41 2.05
2700 0.72 1.60 1.05 1.73 1.16 1.73
3000 0.49 1.23 0.86 1.45 0.95 1.45
3300 0.70 1.20 0.77 1.20
3600 0.60 1.00 0.66 1.00

Note: Information contained within this document is subject to change as Fielders is constantly improving its products.

To ensure the Fielders Watertight Guarantee is obtained,
the 3 specification steps are to be followed:
1. Fielders Roof Sheeting and Accessories
The roofing/walling shall be KingKlip BMT
manufactured by Fielders in continuous lengths fixed to
purlins/girts with fully interlocking KingKlip clips pre-
spaced at 700mm. Sheeting shall be AZ150, G550
grade zinc aluminium coating with or without a pre-
painted finish.
2. Roofing Contractor
The roof sheeting, walling and accessories shall be

installed by a Fielders Approved Contractor in
accordance with Fielders specifications.
3. Watertight Installation Guarantee
Upon practical installation of the roof by the Fielders
Approved Contractor, a 20 year Watertight Installation
Guarantee for KingKlip will be issued which will cover
the performance of all Fielders products, the site
workmanship and the Watertight Installation of the
Fielders products.
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When it comes to commercial concealed-fix

roofing, nothing comes bigger or better than

100% Australian KingKlip¨ . At 700mm, itÕs

one of the most economical

concealed-fix decking you can get.

As to length, the only limit is your

imagination, thanks to our one-of-

a kind mobile rolling mill.

Plus itÕs available in the full range of light

and heavy gauge BHP Colorbond¨ colours,

exclusive to Fielders.

And donÕt think concealed-fix steel roofing

is only good in the flat. In addition

to its unbeatable size, strength and

watertightness, KingKlip¨ is also

well-suited to crank curving,  making

it the perfect solution  to any commercial

roofing project.

BIG W Distribution Centre, SA.
37,000sqm of KingKlip¨ Zincalume roofing and 4,500sqm of

KingKlip¨ Colorbond Crank Curving. Big W also took advantage of
a 20year Fielders Watertight Guarantee and Maintenance Contract.

Fox Studios in Sydney, NSW (18,000 sq.m)

����������

��
����

���������� �!
�"�������


